Each Lisle Sleeve Driver is precision 
ground to fit inside the sleeve. The Driver 
is slightly longer than the sleeve and thus 
supports the entire length so the sleeve 
cannot distort or collapse while being in- 
stalled. Saves you money and wasted 
time by eliminating sleeve losses during 
installation. 


Because the Driver is ground to the cor- 
rect length and diameter to automatically 
gauge the proper clearance for the piston, 
this gives assurance that the piston will fit 
perfectly in the sleeve. 











REVOLUTIONARY 
NEW METHOD 
INSERTS CYLINDER 
SLEEVE IN 30 
SECONDS! 


Removes the old sleeve in 45 
seconds! Saves hours over 
old methods. Adds_ extra 
profit on every sleeve job. 
The Lisle Sleeve Inserter is 
easy to use, does a perfect job 
the first time you use it. 


The Lisle Driver is easy to use. The 
weight of the tool drives the sleeve. It is 
compact in design for easy use in limited 
working space. No need to remove the 
motor or fender. 


The Lisle combines speed, accuracy and 
safety. You can drive a sleeve into place 
in a few quick strokes. You can’t damage 
the sleeve—the Driver supports it. You 
can’t drive the sleeve in crooked, because 
the Driver will not operate until the sleeve 
is in perfect alignment. 





Using the opening you have started with 


Use the cape chisel to break the chisel, drive in the collapsing bar until When the old sleeve has col- 
one edge of the sleeve away it has gone through the cylinder, then apply lapsed and broken away from 
from the block. This will per- pressure to collapse the sleeve. the wall, just lift it out. Be- 
mit starting collapsing bar fore inserting new sleeve, clean 
easily. cylinder thoroughly. 





LISLE CORPORATION, Clarinda, Iowa 





SLése, SLEEVE INSERTER 








Perfect Sleeve 
Installation 
Quicker... 








Sleeve in position ready to be 





driven. Perfect alignment is shown 
when the driver moves up and down 


freely in the sleeve. 





Lifting the Driver and plunging 
it up and down a few times drives the 
sleeve into place by the impact of the 
flange of the Driver against the rolled 





edge of the sleeve. 


Smeal ay When the Sleeve has been 


driven into place with a Lisle Driver 
you KNOW you have a perfect job. 
The barrel of the Driver is ground to 


provide proper clearance for the piston 





and thus acts as an automatic gauge. 


i ro itel 


ST-48—Master Set for all Ford and tractor models con- 
sisting of 3 drivers, extractor bar, and starting chisel put 
up in attractive £00! Chest. 6.6 c0c0 oc cest eens owes $48.25 
ST-37—Utility Set for all Ford and tractor models except 
Ford 60 H.P. Motors, consisting of 2 drivers, extractor bar 
and starting chisel put up in same tool chest as supplied 





ie REGMGE OE. <a bic.o.ks odes 0.0 aS ES RC as, aee e's $37.00 

ST- 60—Driver for Ford 60 H.P. Motors.......... 12.50 

ST- 90—Driver for Ford 90 H.P. Motors.......... 12.50 

$T-100—Driver for Ford 100 H.P. Motors and 

Ford-Ferguson Tractors 2... ccc cicccsctecsscestces 12.50 

Set eetertrattor TABS. oo 5. cisis Be ccc cs wemeaeicems oes 2.25 

ST-130—Starting Chisel .........-ccccccerccscnces -50 

ST SNe OIE SOMONE 5 si56k.k doe os wee es Ceres aes gees 11.75 Printed in U.S.A. Form AE79 
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A precision tool : 

to hone ae ¢ ba 

pin holes faster, more : a? 
accurately 


This popular priced Pin Hone sets a new 
high standard of scientific accuracy. It’s 
exclusive advantages make it do a better 
job for you than any old type hone at any 
price. 





85% perfect bearing surface, compared with 30 to 50% 
accuracy of steel reamers, etc. ° Produces smooth, _ 
mirror-like finish. No high or low spots. ° Perfect pin o 
fit. No running-in necessary ° Floating Drive elimi- 7 
nates bell-mouthing. 


4 or 5 thousandths can be removed per minute in either 
bronze or alloy. °¢ Only 30 seconds to change abra- 
sive. °* Hone can be inserted or removed from piston 
while in operation without damaging abrasive ° Easy 
to feed while running by means of round nut on end of 


tool. 


Low in first cost. ° Sturdily built for low upkeep. °- 
No expensive stones to break. * Properly used, one 
dozen Lisle abrasive sheets will fit 120 to 200 pins. Com- 
pare this production with abrasives for other makes 
costing two to three times as much. 


Can be driven by electric drill, drill press, power stand, lathe or any other suitable means. * 
Abrasive can be used wet or dry. ° Grinds all metals. * Handles all sizes from .730” to 
1-7/16” inclusive. * New, handier foot switch for fast, positive control. * Easy to operate. 
No experience required to do fine precision work. 


ee een So wel owe mem, murmme a Ua py wa men a.\ 


Manufacturers of the famous Lisle Cylinder Hone and Lisle Ridge Reamer 





Better Pin Fits... Quicker... less Cost 





PH1 


Compiete with new improved 
foot switch 


The Lisle Master Set contains 1 Pin 
Hone body and 6 sets of shoes to han- 
dle all sizes from .730” to 1-7/16”" in- 
clusive. It also includes 1 dozen each 
of “A” and “B” abrasives, and the new, 
toe-tip-control foot switch. Comes in 
sturdy metal box for complete protec- 
tion and easy handling. 





New toe-tip-control foot switch. Makes con- 
tact when pressure is applied at any point 
of disc. Eliminates foot strain. 


UTILITY SET (not illustrated). Contains same Pin Hone body as 
master set, and 3 shoes, No. 1, 2, and 3, giving a range of .730” to 
1-3/32”. Set includes 1 dozen “A” abrasives. Comes in durable 
metal box. 
PH2—Utility set without foot switch................6: 
PH3—Utility set with foot switch............+eeeee. 
PH350—Foot Switch ....ccccccccscccccccscccvcccss 
PH250—Driver Adapter—to adapt Lisle Pin Hole 

Hone for use with Power Stand.............. 


SHOES 
PH115—No. 1 Shoes Range .730” to 7%".........+... ; 
PH125—No. 2 Shoes Range 2 RS ae er ere 
PH135—No. 3 Shoes Range 15%,” to 1340”........ ah re 
PH145—No. 4 Shoes Range 1%" to 134,6........... aip 
PH155—No. 5 Shoes Range 134,” to 14, ....+.......... 
PH165—No. 6 Shoes Range 1%,” to 1%. ........ ew ay 


ABRASIVE FILLERS 





PH190—Fine “A” Abrasives .......... iinet ey A OEM. Per Doz. The Driver Adapter (shown 
PH192—Medium “A” Abrasives..........e-e.ceee- Per Doz. above) is designed to adapt 
a ee ie eal iy: Per Doz. the Lisle Pin Hole Hone for 
PH200—Fine “B” Abrasives. .... wc cuccccccsecsens Per Doz. use with a small bore hone 
PH202—Medium “B” Abrasives..............5055 Per Doz. power stand. Provides a rigid 
PH204—Coarse “B” Abrasives. .........cccccccees Per Doz. coupling. Easily attached 


and removed. 
PRINTED IN U.S.A. FORM AE69 
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Manufacturers of the famous Lisle Cylinder Hone and Lisle Ridge Reamer 





The Superange fits ALL SIZE CYL- 
INDERS, from Ford V8 60 2.6-inch cylin- 
der to 4 inches. Oversize jaws increase 
range to 2.6 inches to 5 inches. 


Adjustable bracket makes the Superange 
instantly adaptable to all cylinder blocks. 
Movable shoes may be turned in any di- 
rection to avoid studs or bridge adjacent 
cylinders. 


The Lisle cuts like a lathe—guide rollers 
follow cylinder contours, assuring continu- 
ous, smooth cylinder walls even if the cyl- 
inder is out of round. No bevelling or 
bell-mouthing at top of cylinder. 


The World's 
Most Accurate 
Ridge Reamer 


Handles Cylinders 
from 2.6” to 5” 


The improved Lisle Super- 
ange Ridge Reamer offers in 
a single tool all the advan- 
tages that could formerly be 
had only by purchasing a set 
of 2 ridge reamers. Six out- 
standing, exclusive advan- 
tages make the Superange 
the most complete, accurate 
and easy-to-use ridge reamer 
ever offered. 





Expansion control is right at the top where 
it is easiest to operate. The Superange 
removes all the ridge in one operation— 
no resetting, no lap marks. 


Simple, fast to use. The Stellite cutter is 
factory-set for all sizes of cylinders—cuts 
true without overcutting—does not need 
to be reset when changing from one size 
cylinder to another. Removes ridges in 
one minute per cylinder. 


Low Price! Only $12.50 for the Superange, 
with a range of 2.6 inches to 4 inches. Only 
$5.00 more for the Oversize model with a 
complete range of 2.6 inches to 5 inches. 
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Perfect 
Hing Jobs 


When rings have become sufficiently worn to war- 
rant replacement, it stands to reason that there has 
been an even greater amount of wear on the walls 
of the cylinder. And at the top of the cylinder, 
above the stroke of the piston rings, a ridge is left 
—that causes a “click” or “tap” in the motor— 
causes blow-by—aagl frequently breaks the new 
rings that are installed. It is safe to say that 90% 
of ail trouble with ring jobs is caused by leaving 
the ridge in the cylinder. And there is one, and 
ONLY one, method by which this ridge can be 
removed leaving a perfectly straight and smooth 
cylinder wall—and that is with a patented LISLE 
Ridge Reamer. 





By its unique expansion principle, the Lisle Superange alone can 
remove the ridge from any size cylinder—and follow the exact 
contours of the cylinder, regardless of how worn or out-of 
it may be. All you have to do with a Lisle is to : 
reamer in the cylinder—turn with a ratchet or 


> 


—and in less than a minute, the ridge is removed 


IMPORTANT NOTE: Ordinary ridge reamers operating f: 

a fixed center must obviously cut a true circle. This means tht 
where the ridge is heavy on one side, you must cut a similar 
amount from the opposite side where the ridge is light and nat- 
urally you overcut on this side. Some ridge reamers disguise this 
fault by beveling the top of the cylinder—and in so doing, further 
damage the cylinder. 


-—- 





PRICES 


SRI Standard Model Superange $12.50 
Range 2.6 inches to 4 inches 


SR2 Oversize Model Superange 17.50 
Range 2.6 inches to 5 inches 
SR6 One Set Oversize Jaws... 6.00 


Makes standard model oversize capacity 


MR 224 Stellite Cutter....... 1.25 


J. W. Voughi. Great Bend, Pa., says: 
“Thanks for the quick shipment of cutter 
blade. I think you deserve the highest 
compliments on the Lisle Ridge Reamer. 
We consider it the best tool in the shop. 
We simply HAVE TO HAVE IT. It saves 
time, saves labor, and does a beautiful, 
clean, accurate job.” 


Thorsby Garage, Thorsby, Ala., says: 
“The Lisle Ridge Reamer is by far the 
best tool of this type we ever used. It does 
the job quickly and unlike many other 
types, it is almost impossible to damage 
a block with it.” 


Edwin Carlson, Marqdeife, Han., says: 
“The Lisle Ridge Reamer does a sweil 
job on all kinds of motors. We have been 
using a Ridge Reamer of another make 
which never did work very well, and on 
some motors not at all. We don’t see how 
we ever got along without a Lisle.” 


Louis Chevrolet Corporation, Thompson- 
ville, Conn., says: ‘‘Due to loss by theft 
we are in urgent need of a Lisle Ridge 
Reamer. Have tried others but with no 
satisfaction.” 
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Fast - Easy - Accurate 


Cuts Cylinder 
Honing Time 


Here is Why-- 


5 inch stones—one-fourtli longer than aver- 
age. This extra length eliminates hone wobble, 
provides extra accuracy and faster honing. 25% 
more stone means 25% more value. 


Built-in micrometer adjustment assures 
accuracy in feeding. Adjustment is screw feed 
type. Operates at the turn of the dial. Will not 
chatter at high speeds. ) 


Handles all size cylinders from the 2.6, 
Sixty H.P. Ford V8 up to 61%". 


Extra stone length and smooth operation 
of universal joint makes grinding of back cylin- 
der an easy task. 


Hexagon shaft assures positive, non-slip 
drive under the heaviest load. 


Expands instantly to any cylinder size by 
lifting and turning pinion head. Stones can be 
changed in a few seconds without tools. 


Guard plate at base protects stones and 
crankcase from damage if hone runs below bot- 
tom of cylinder. 





ned 


LISLE CORPORATION 


Clarinda, lowa 


Lisle Hones not only hone faster... 
they hone more accurately. They will 
grind cylinders to within a half thou- 
sandth from the extreme top to the 
very bottom of the wall. The long 5 
inch stones run straight and true, on 
job after job... year after year, last 


longer, save money. 


Complete set includes one Cylinder 
Hone body—one set standard 
range coarse stones—one set stand- 
ard range medium stones—strong 
counterbalance spring — cleaning 
brush—guide block dresser—and 
complete printed instructions. Set 
comes in sturdy metal box with 
lock and keys. 


CH45.... 
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CHS80 Standard Range 2114,” to 444” Coarse Stones $4.00 
CHS180 Standard Range 2114,” to 444” Med. Stones 4.00 


CHS500 Standard Range 2114,” to 414” Polishing 
ied hie sicy Bes softly ti he aw eee Smo de 4.00 


CHO80 Oversize Range 4” to 614” Coarse Stones.... 4.50 

CHO180 Oversize Range 4” to 614” Medium Stones.. 4.50 

CHO500 Oversize Range 4” to 614” Polishing Stones.. 4.50 

CHU80 Undersize Range 2.6” to 4%” Coarse Stones.. 4.50 

CHU180 Undersize Range 2.6” to 4%” Medium Stones 4.50 

CHU500 Undersize Range 2.6” to 4%” Polishing Stones 4.50 
{Guide blocks included with each set) 
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